Training Matrix
	Course
	Air Products
	Basell

	Foot Wear
	
	

	Eye Wear
	
	

	Body Protection
	
	

	Hands
	
	

	Hearing Protection
	
	

	Fall Protection
	
	

	Air Purifying Respirator
	
	

	Gas Testing
	
	

	Air Supplied Respirator
	
	

	Head Protection
	
	

	Life Jackets
	
	

	Arm or Wrist Protection
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


* Means that you have the IEC program as your minimum standard for the traning
	Course
	BP Canada        
	Cabot

	Foot Wear
	
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high have laces and be laced up.

Boots must have a defined heel

	Eye Wear
	
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.

	Body Protection
	
	100 % Cotton Garment must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up.

	Hands
	
	Suitable Gloves must be used at all times in designated areas.

	Hearing Protection
	
	Hearing Protection must be CSA approved Class A Minimum

Double Hearing Protection required by Signage in designated areas.

	Fall Protection
	
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 1.8 M or (6 Ft)

	Air Purifying Respirator
	
	Respirators are required for designated work

If respirators are required workers must be fit tested.

	Gas Testing
	
	CO Monitors must be worn in specified areas.

	Air Supplied Respirator
	
	Air Supplied Equipment is required for Specified Jobs

	Head Protection
	
	Head protection must meet the CSA 

	Life Jackets
	
	Approved Life Jackets are required when working in proximity to open water or liquids.

	Arm or Wrist Protection
	
	Gauntlet Gloves or arm protection must be worn in specified areas.


	Course
	Clean Harbors


	Ethyl

	Foot Wear
	
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6”) high have laces and be laced up.

Boots must have a defined heel

	Eye Wear
	
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses inside

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.

	Body Protection
	
	Flame Retardant Clothing (FRC) must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up. 

	Hands
	
	Suitable Gloves must be carried at all times in designated areas.

	Hearing Protection
	
	Hearing Protection must be CSA approved Class A Minimum

Double hearing protection required by Signage in designated areas.

	Fall Protection
	
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 1.8M or (6 Ft)

	Air Purifying Respirator
	
	Respirators are required for designated work

If respirators are required workers must be fit tested.

	Gas Testing
	
	

	Air Supplied Respirator
	
	Air Supplied Equipment is required for Specified Jobs

	Head Protection
	
	Head protection must meet the CSA or ANSI standards

	Life Jackets
	
	Approved Life Jackets are required when working in proximity to open water or liquids.

	Arm or Wrist Protection
	
	Gauntlet Gloves or arm protection must be worn in specified areas.


	Course
	HC Stark
	Imperial

	Foot Wear
	
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high have laces and be laced up.

Boots must have a defined heel

	Eye Wear
	
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.

	Body Protection
	
	Flame Retardant Clothing (FRC) must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up. 

	Hands
	
	Suitable Gloves must be carried at all times in designated areas.

	Hearing Protection
	
	Hearing Protection must be CSA approved Class A Minimum

Double required by Signage in designated areas.

	Fall Protection
	
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 1.8 M or (6 Ft)

	Air Purifying Respirator
	
	Respirators are required for designated work If respirators are required workers must be fit tested.

	Gas Testing
	
	H2S Monitors must be worn by all workers in specified areas.

	Air Supplied Respirator
	
	Air Supplied Equipment is required for Specified Jobs

	Head Protection
	
	Head protection must meet the CSA or ANSI standards

	Life Jackets
	
	Approved Life Jackets are required when working in proximity to open water or liquids.

	Arm or Wrist Protection
	
	Gauntlet Gloves or arm protection must be worn in specified areas.


	Course
	Invista
	Lanxess

	Foot Wear
	
	

	Eye Wear
	
	

	Body Protection
	
	

	Hands
	
	

	Hearing Protection
	
	

	Fall Protection
	
	

	Air Purifying Respirator
	
	

	Gas Testing
	
	

	Air Supplied Respirator
	
	

	Head Protection
	
	

	Life Jackets
	
	

	Arm or Wrist Protection
	
	


	Course
	Nova


	OPG

	Foot Wear
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high 

Boots must have a defined heel
	

	Eye Wear
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.
	

	Body Protection
	Flame Retardant Clothing (FRC) must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up. 
	

	Hands
	Suitable Gloves must used and be carried at all times in designated areas.
	

	Hearing Protection
	Hearing Protection must be CSA approved Class A Minimum

Double required by Signage in designated areas.
	

	Fall Protection
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 2.8 M or (10 Ft)
	

	Air Purifying Respirator
	Minimum of a North half mask respirator with organic cartridge must be carried by the workers at all times.
	

	Gas Testing
	Gas testing will be done as required by operations. Some jobs may require constant monitoring.
	

	Air Supplied Respirator
	Air Supplied Equipment is required for Specified Jobs
	

	Head Protection
	Head protection must meet the CSA or ANSI standards
	

	Life Jackets
	Approved Life Jackets are required when working in proximity to open water or liquids.
	

	Arm or Wrist Protection
	Gauntlet Gloves or arm protection must be worn in specified areas.
	


	Course
	Shell
	Suncor

	Foot Wear
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high 

Boots must have a defined heel
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high 

Boots must have a defined heel

	Eye Wear
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.

	Body Protection
	Flame Retardant Clothing (FRC) must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up. 
	Flame Retardant Clothing (FRC) must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up. 

	Hands
	Suitable Gloves must used and be carried at all times in designated areas.
	Suitable Gloves must used and be carried at all times in designated areas.

	Hearing Protection
	Hearing Protection must be CSA approved Class A Minimum

Double required by Signage in designated areas.
	Hearing Protection must be CSA approved Class A Minimum

Double required by Signage in designated areas.

	Fall Protection
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 2.8 M or (10 Ft)
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 2.8 M or (10 Ft)

	Air Purifying Respirator
	Respirators must be worn for specified jobs and fit testing is required
	Respirators must be worn for specified jobs and fit testing is required

	Gas Testing
	Gas testing will be done as required by operations. Some jobs may require constant monitoring.
	Gas testing will be done as required by operations. Some jobs may require constant monitoring.

	Air Supplied Respirator
	Air Supplied Equipment is required for Specified Jobs
	Air Supplied Equipment is required for Specified Jobs

	Head Protection
	Head protection must meet the CSA or ANSI standards
	Head protection must meet the CSA or ANSI standards

	Life Jackets
	Approved Life Jackets are required when working in proximity to open water or liquids.
	Approved Life Jackets are required when working in proximity to open water or liquids.

	Arm or Wrist Protection
	Gauntlet Gloves or arm protection must be worn in specified areas.
	Gauntlet Gloves or arm protection must be worn in specified areas.


	Course
	Suncor Ethanol
	Terra

	Foot Wear
	
	CSA Approved Grade 1 Footwear in all designated areas.

Boots must be 150 mm or (6” ) high have laces and be laced up.

Boots must have a defined heel

	Eye Wear
	
	CSA Approved Glasses with side shields are required at all times in designated areas.

No tinted glasses in side

CSA Approved Goggles are required in designated areas

Face Shields are required for specified jobs.

	Body Protection
	
	100 % Cotton Garment must be worn as the outer Garment in Specified areas. Sleeves must be fully rolled down and shirts or coveralls buttoned up.

	Hands
	
	Suitable Gloves must be used at all times in designated areas.

	Hearing Protection
	
	Hearing Protection must be CSA approved Class A Minimum

Double Hearing Protection required by Signage in designated areas.

	Fall Protection
	
	CSA approved full body harness and shock absorbing lanyards must be worn at designated heights.

The maximum height you may work without fall Protection is 1.8 M or (6 Ft)

	Air Purifying Respirator
	
	Respirators are required for designated work

	Gas Testing
	
	CO Monitors must be worn in specified areas.

	Air Supplied Respirator
	
	Air Supplied Equipment is required for Specified Jobs

	Head Protection
	
	Head protection must meet the CSA 

	Life Jackets
	
	Approved Life Jackets are required when working in proximity to open water or liquids.

	Arm or Wrist Protection
	
	Gauntlet Gloves or arm protection must be worn in specified areas.


	Course
	Trans Alta
	Ube

	Foot Wear
	
	

	Eye Wear
	
	

	Body Protection
	
	

	Hands
	
	

	Hearing Protection
	
	

	Fall Protection
	
	

	Air Purifying Respirator
	
	

	Gas Testing
	
	

	Air Supplied Respirator
	
	

	Head Protection
	
	

	Life Jackets
	
	

	Arm or Wrist Protection
	
	


	Course
	Greenfield Energy
	OptiSolar

	Foot Wear
	
	

	Eye Wear
	
	

	Body Protection
	
	

	Hands
	
	

	Hearing Protection
	
	

	Fall Protection
	
	

	Air Purifying Respirator
	
	

	Gas Testing
	
	

	Air Supplied Respirator
	
	

	Head Protection
	
	

	Life Jackets
	
	

	Arm or Wrist Protection
	
	


